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« Unboxing
« Step-by-Step

Q Set-Up Guide

vista ia

vista ia

THE FIRST STEP IN EARLY CANCER DETECTION



Unboxing

vista ia

Vista iQ Scanner

The main scanning device with
integrated LED heating system and

camera for Heat Diffusion Imaging

vvvvvvv

g i T uvwezﬂs""{i‘?&;

S - 2X 4 cm
Limbs, paws, tail

L -4x6cm eliminates air gaps
Default - captures more
thermal data

Body, torso, large limbs

Docking Station

Secure charging station for Medical Grade Power Adapter

the scanner with a
60W Desk MEDICAL C14 Out

(15V/4A W: 11x5.5x2.1 mm)

connection port for an AC

adapter



STACK

-INCORRECT-

vista ia

SWAP
-CORRECT-

Sgy Watch this Video



https://www.youtube.com/watch?v=W0U_m7daki4
https://www.youtube.com/watch?v=W0U_m7daki4

Place the scanner over the area of Place the scanner over the area of
interest, ensuring full contact with et interest, ensuring full contact with
the skin, with the mass on one side the skin, with the mass on one side
of the frame and healthy tissue on of the frame and healthy tissue on
the other. Press 'Scan' when ready. . the other. Press 'Scan' when ready.

I & The small spacer is mounted on
A No sp det d. Fitasp top of the large spacer. Use only one
on the scanner to start a scan. spacer.

A spacer head must be fitted before scanning. This message appears when Only one spacer head can be fitted at a time. This message appears when
no spacer is detected on the scanner. Fit one of the spacer heads and the the small spacer has been mounted on top of the large one. Spacers must
Scan button becomes active. never be stacked. Remove the spacer that's fitted and swap it for the one

you need, then the scan will be available.

vista ia



Optic Camera

Heating LEDs Light Sources

Scan Button
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. Installing the Docking Station

. Switching the Scanner on

. Installing the VISTA 1Q App

. Registering a New Clinic

. Connecting the Scanner to Wi-Fi & App

. Charging Dock, Battery Behaviour, and Power Management

vista ia
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l1.Installing the Docking Station

The docking station must be powered using only the
power supply included in the box.

It can be placed on a flat surface or mounted on a wall.

‘ Inductive
contact
S ~ .
///\\\ 4 : points
-~

/ l
Uy
/ Ty
|
|
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' The VISTA 1iQ should be charged with *

the larger spacer head when placed on
the docking station

vista ia
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2.5witching the Scanner on

The VISTA iQ comes partially charged (50-80%). Remove it from
the box, switch the power button to the ON position, and place it in
the docking station. Flashing White LED indicators on the arms

indicate charging activity.

Power Button

LED indicators

Flashing Cyan LED indicators on
the arms indicate Scanner Update
activity. DO NOT switch the
scanner off!

vista ia

Docking Station

vista ia
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3.Installing the VISTA 1Q App

Download the Vista iQ App to your iPad from the online app store and
create an account to enable device pairing and operation.

Account Connection

vista iQ |

Welcome to VISTA iQ
< (5 continue with Google >
C & Continue with Apple >
®

Sign in with Email

aaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaa

vista ia
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4. Registering a New Clini

___ On the pop-up message entre
‘Country’ and ‘Zip Code’

10556 Tue 13 Jan . TN

vista o

Let's connect your account to a clinic

Please enter the clinic's location details so we can find it or create your clinic

Country

United Kingdom

_____________" i

NN3 6NB

c Confirm

If a clinic is found, choose
the correct clinic and press

AS

the ‘Request Access’ button.

10557 Tue 13 Jan

vista Q|

0.

102 Tv 13 Jan

vistaiQ |

TN

Register a new clinic

We couldn't find a registered clinic in this area. Please provide clinic details
to register.

Logo (optional)
Choose a file

Clinic Location - City

Clinic Location - address

Clinic Phone number

Clinic email address

TN 0

AS

We found clinics registered in United Kingdom, NN3 6NB
Select your clinic to request access
Name 4+ Address <

Pet Hospital Sample Address 123, Gloucester, NN3 6NB, United K.

My clinic isn"

If your clinic is not found,
enter all required details to
create a new clinic and
become the account
administrator.

This message confirms that
your request to join the clinic
has been sent to the
administrator.

1102 Tua 13 Jan T 36%

vista Q| AS

[}

Request sent

We've notified the clinic Pet Hospital administrator of your request.
Once your access is approved, you'll be able to start using the app.

For contact suppor ioil ing.com
UK Support: +44 20 3996 1595
US Support: +1646 847 1057

Back to find my clinic
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5.Connecting the Scanner to Wi-F1 & App

Choose to connect a new scanner and follow the on-screen steps within the
VISTA iQ app to connect the scanner to Wi-Fi and complete the setup

i~ - = 49% 4
vistaia | 1a ~  Home P atients  Settings ® Scanners v LL vistaia | ! 2 Home  Patients  Settings
0 iPad is connected to SKYHUQCZ S Coﬁfi}m Wi-Fi network
: - S This Tablet is currently connected to:
SKYHUQCZ RN
Ta p 0 n Add a The scanner will be configured to join this network. \ 4
VISTAiQ AR , If the Wi-Fi
scan ner ( Yes, Connect To This Network %.ﬁ n etwo rk i S
Add a VISTA Q scanner correct, tap
2 Yes, connect to
this network. If

it's not the right
one, you can
switchto a

different
e network first.



5.Connecting the Scanner to Wi-F1 & App

< TestFlight 06:50 Fri 14 Aug

vistaia| v Home  Patients

Add the scanner's serial < Enter seial number

number and tap Next. You'll m o
find it on the label on the - i
back of the scanner O

®

08:51 Fri14 Aug

vista io

«

Find the fabel on the back of the scanner, below the charging contacts. | tive o I Z C€ e

Enter Wi-Fi password

¥ skyHuacz

Generate QR code

A% S

ners v LL vistaia |

<« TestFlight 06:50 Fri 14 Aug

A%

Home  Patients  Settings ® Scamers © L

3 Activvatescannerconnectmode Press the Scanner

) skyHuQcz

The scanner button is located on the front of the scanner, above the VISTA iQ logo.

Press the scanner button 3 times quickl ' ,//F\ scanning bUtton 3
\J times quickly. The LED

What do you see on the scanner?

Solid white

Home  Patients  Settings

@ Blue Flashing

indicators on the
L scanner flash blue. Tap

Blue Flashing

Enter your clinic's Wi-Fi password.

Once you've entered it, tap Generate
QR code.



2. Waitfor a short vibration - the scannes has read the code
3. TheLED ights wil start circiing bhue a5 R connects

Hold the scanner with the camera
facing the QR code on the iPad, about
ten centimetres away, until you feel a
short vibration from the scanner,
which confirms the QR code has
been read. The LED indicators will
then start circling blue as the scanner
tries to connect.
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06:51 Fri14 Aug = 49% % 08:51 Fri14 Aug > 49%
vista i " tal Home  Patients  Settings ® Scanners v LL vista 1o < Home  Patients  Settings ® Scanners ~ L
© ' Scan the QR code with the VISTA iQ scanner Joining practice network

VISTAiQ is joining the practice network.

Keep the tablet, scanner, and router close together for best S RN
results.
Scan e A
Scan 0 practice network
his tal

The LED indicators continue
to circle blue as the scanner
tries to connect.

The LED lights will start circling blue as it connects

e N

Allow a few seconds
for the pairing process
to take place.

06:51 Fri14 Aug PA% B
vista ia tal Home  Patients  Settings VIQ_1030 v LL
Joining practice network

v — Once .the pa.iring process is complete, all
st four ticks will turn blue, and the LED

\m ¢ indicators will turn solid white. The ‘Use
Now’ button will become available. Press
: it to complete the process and start using
your scanner.

0000

Use Now
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6.Charging the Dock, Battery Behaviour
& Power Management

.............
yyyyyyyyyyyyy
.......

The docking station uses inductive contact points to maintain
battery health.

Best practices:
« Keep VISTA iQ docked and charging when not actively scanning.
« Allow the device to remain powered on for routine daily self-calibration.

A

| Inductive
contact

‘9 : points

 Avoid full battery depletion.

« LED indicators communicate charging status; tablet notifications will %
indicate connection state and battery charging status. +‘_

' The VISTA iQ should be charged with *

the larger spacer head when placed on
® | the docking station

vista ia
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Practice Makes Perfect

For training purposes, please create a “Test” patient record and use it to
practice and refine your scanning technique with the silicone models
provided.

Important:

When scanning, results are automatically determined based on the mass
location:

« Costal Regions (left or right side of rib area) ; Outcome: Low + Lipoma
« Auricular Regions (both ears) ; Outcome: High + Mast

 Any Other Body Area ; Outcome: Low (no diagnostic)

Do not scan real patients or real lumps under a ‘Test’
record, as the results are automatically determined and are '
not clinically valid.

vista ia

Create New Patient

Test

Test

Test

Create New Patient
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https://chatgpt.com/g/g-691c54fafb1c8191a4f65bfb16887d9d-harley-your-htvet-ai-assistant
https://demo.ht-vet.com/ht-vista-manuals?hs_preview=PJfxZoHE-117886607859
https://www.ht-vet.com/academy/
https://info.ht-vet.com/marketing-portal
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